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The fe recc ds these i
coverages at these minimum thickness to provide the
levels of installed insulation resistance (R) values shown.

SPRAY FOAM INSULATION CHART

Installed Credentials and Certifications
R-Value Thickness Density Square Ft Lot # Satisfies Class I flammability:
K - Flame Spread s K25
NOllllllal Sprayed - Smoke Development ... <450
AVCI'ZlgC For proper use, refer to the following
codes or guides:
C I
]. ‘l‘ 2 . O\) 1 . 9 - Southern Standard Building Code, 2603
-BOCA Basic Building Code, 2603
9 -ICBO Unifrom Building Code, 2602
1 9 Lo 7 9 1 . 9 -ICBO Uniform Building Code, 1712
-Meets the requirements of the State of
California Bureau of Home Furnishings
2 1 3 . O 8 1 . 9 and Thermal Insulation, Registration
#CA-T352
Typical Properties
—L —L O O O 7o Mix Ratio Parts by Weight 1:1 A component to B component
1 . K9 Cream Time 2-3 seconds
Tack Free Time 7-8 seconds
r Rise Time 12-14 seconds
1 9 5 " 4 O O o) Core Density 1.55 <= .05 pef
Viscosity at 73 Degrees F 250 cps “B” component
C o r
21 6.00 0.5
Property Test Method Yalue
Otllel‘ In Place Density ASTM D-1622 2.0
Compressive Strength
Parallel to Rise ASTM D-1621 20 psi
Perpendicular to Rise 18 psi
Tensile Strength ASTM D-1623 40 psi
Shear Strength ASTM C-273 35 psi
Closed Cell Content ASTM D-2856 90%
R-Value per inch ASTM C-518 6.8

ASTM E-96-90 1 @ 2 inches
Air Permability ASTM E-283-04

Water Vapor Transmission

* Above calculations are based on settled density. Actual coverage may vary depending on appli technique and equij t.

Local building code requirements should be followed to determine insulation requirements.

BUILDER STATEMENT

This Spray foam insulation has been installed in conformance with the above recommendations to provide a value of R using Spray
foam insulation to cover square feet of area.
Date Company Name Applicator’s Signature

Date Company Name Applicator’s Signature




